Rd complete

The RD Complete is the culmination of Amity and the past 3 years in BMX. It’s our top end whip and boasts a very high specification, similar to a full custom build. 

The frame, forks and bars are all based on Cam’s signature parts; these are mixed with other branded parts such as Odyssey rims, Duo tyres and duo pedals. The RD complete looks, feels and performs every bit a £1000+ bike.

RD Complete Frame Spec: Full 4130, double-butted frame. Heat treated head tube, BB & dropouts. 21.4 or 20.8” TT, 13.75” back end, 10” stand over, 75 degree head tube angle 70 degree seat tube, Spanish BB, internal machined head-tube, integrated seat clamp, tapered seat & chain stay, CNC machined micro drop outs designed for 38 mm diameter pegs, removable brake hardware, supplied with gyro tabs.

RD geometry: Full 4130 PG Tube, 30” wide 8.8” high 2 degree rise, 12 degree back sweep. Forks: RD Geometry, double butted 4130 with taper & female fully enclosed CNC drop outs, internal thread for top cap. Wheels: Calamity internals, 6061 cnc machined shell, female bolts, 9t 1 piece cassette driver, laser etched amity logo, suitable to run pegs, Odyssey quadrant rims, brass nipples. Tyres: Duo stunner black/red/skin wall. Cranks: 4130 heat treated 48T 170mm finished in raw, 19mm hollow axle, cnc machined 6061 spacer kit, sealed Spanish BB. Sprocket: 6061 CNC machined. Pedals: Duo. Seat: Pivotal fat RT signature design, rubberised/Kevlar cover. Post: Pivotal with laser etched amity logo. Brake: Amity U-brake. Chain: PYC Hollow. Stem: ITC Forged alloy with amity logo. Top Cap: Amity 6061 flush fit cnc 6061. Grips: Amity soft krayton rubber. Headset: Internal sealed FSA. 

Summary Details

RD complete 23.4 lbs

20.8 / 21.4 TT, double butted 4130 (part heat treated) 13.75” back end, cnc 14mm drop outs, double butted, dome-end, female drop out RD 4130 forks: 8.8 x 30” RD design 4130 bars: calamity internal female hubs, laced to odyssey quadrant rims (9t cartridge driver), duo stunner tyres, Spanish bb, 4130 heat treated 48t spline 3 piece cranks (lhd/rhd), 25t CNC 6061 sprocket pivotal fat RT seat, amity pivotal seat post, duo plastic pedals, fsa internal headset, 2 x amity pegs, amity u-brake, amity grips

black/raw. chrome/skinwall. phosphate/redwall

Judas Priest complete

Matt Priest's entry level signature complete boasts many features found on far more expensive bikes, such as Duo tyres, Duo pedals, 3-piece cranks, taper forks & sealed bearings. 

With what seems like ever increasing retail bike prices pushing would-be riders away, Matt wanted his first signature complete to be aimed at getting people into the sport of BMX. 

Judas Priest is on-point, with fine attention to detail and the geometry and many parts found on far more expensive whips. 

Simply put, Judas Priest is a PERFECT entry level bike, designed by one of today’s most influential riders.


Judas Priest Frame Spec: 1020 Hi Tensile, 20.5” TT, 13.75 back end, 9” stand over, 75 ° head tube, holes for Gyro tabs, internal CNC head tube, Spanish BB, integrated seat clamp, tiny 14 mm drop outs (suitable for pegs *not supplied).

Bars: PG Tubing, Basement Bar Geometry 28” wide 8.6” high 13 °backsweep, 2° upsweep. Forks: Taper forks. Wheels: Sealed loose ball rear cassette hub (9t driver) 36 hole alex rim, loose ball front hub 32 hole alex rim. Tyres: Duo stunner black/red/skin wall. Cranks: 8T 3-piece 4130 pinch bolt, 19mm axle. Sprocket: Alloy 25T. Pedals: Duo. Seat: KHE Moulded plastic seat with integrated alloy post. Brake: Amity U-brake. Chain: KMC Chrome. Stem: ITC Forged alloy with amity logo. Grips: Amity soft krayton rubber. Headset: Neco 

Summary Details

Judas Priest Complete 24.5 lbs

20.5 TT 1020 hi tensile frame with internal headset & spanish BB, taper forks, massive 8.6 x 29” bars, part sealed cassette rear hub 9t driver, loose ball front hub, alex rims, duo stunner tyres, 3 piece 4130 cranks 9t pinch bolt, 25t alloy chain ring, duo pedals, plastic moulded seat, integral alloy seat post, amity u-brake, amity grips

black/skinwall. black/redwall. orange/black
Zenta amity complete

full 4130 chromo frame with double butted DT :: 20.5" / 21" TT :: 13.75 chain stays :: 71° seat tube :: 75° cnc head tube with removable gyro tabs :: integral seat clamp :: removable brake hardware :: tapered seat stays :: double butted taper forks with micro drop outs :: fsa internal sealed headset :: amity ITC front load stem :: 29"x 8.6" 4130 bars :: sealed Spanish BB :: 48t amity 175 mm chromo 3 piece crank set :: 25t sprocket :: welgo smoked pedals :: amity sealed rear cassette hub 9t 36h :: amity sealed front hub 32h :: double wall 6061 front & rear amity rims (revised 2011 model) :: Odyssey dirt path 2.25 path 2.1 tyres /:: pyc lightweight chrome chain :: amity pivotal saddle :: amity pivotal seat post :: amity brake :: Amity Cross-Hatch grips :: 23.5 lbs (peg & brakeless)

Judas Priest frame

20.75 / 21 tt, 13.75 chain stay, 75° head angle, 71° st angle, full 4130 seamless tubing, 5th butted down tube, all other tubes double butted, taper seat & chain stays, full cnc head tube with judas priest cnc logo, 9” stand over, 11.75 bb height, tiny cnc 14mm drop outs (can still run 38 mm peg), removable gyro & brake hardware, spanish bb, internal seat clamp, internal gussets, clearance for 2.3 tyre, 5lbs. matt black. raw (not coated). REMOVE: yellow.

zenta frame

full 4130 chromo frame with double butted DT :: 20.5" / 21" TT :: 13.75 chain stays :: 71° seat tube :: 75° cnc head tube with removable gyro tabs :: integral seat clamp :: removable brake hardware :: tapered seat stays :: 4.6 lbs :: matt black, mirror chrome & raw (no lacquer)
russo, designed by amitybikeco

Fashionably sculpted with a low stand-over height (but not too low), russo is lean, clean & mean at just 4.1 lbs. Seamless fully post weld heat-treated 4130 with 5th butted TT & DT (internal gussets) and double butted on all other tubing. This frame caters for park & trails riders who prefer a lower stand over height and flowing look.

100% thermal stress treatment after welding :: 20.6" /21" tt, 13.75" c/s, 9" s/t, 75° head angle, 71° s/t angle :: 4130 seamless cnc machined tubing :: pulse tig welded by people on precision jigs means each one is individual :: quad butted d/t :: all other tubes double butted :: cnc machined internal head tube :: cnc machined spanish bb :: lazer cut, cnc machined ‘taper lock’ micro drop-outs :: skull/wings lazer bridge :: removable tabs, guides & pivots :: 4.1 lbs Colours: flat amaranth red :: flat dark amethyst :: Gloss Powder Black :: Matt Powder Black :: Envy Matt Green :: Maroon Metallic Gloss

rd cam hardy signature frame

A progressive street frame designed by one of the most stylish and influential riders to ever come from the UK. rd features a steep head angle (75.5deg) for nose manuals and a laid back seat tube (70deg). The laid back seat tube gives the feeling of a smaller frame hence a 20.8 feels like a 20.4 and a 21.4 feels more like a 21". That said, once you are sized up, the frame has a real roomy feel. The stand over at 9" is low but not scooterish & the bb is high for manuals. The tubes are all 1mm or more thick which makes them nice and dent resistant. The attention to detail is real fine, the look is as simple as it comes. Cam didn’t even want to spoil the lines with a seat clamp so you’re gonna need a wedge post. We don’t do stickers on our frames but we’ll send you some that Cam designed, you can put them somewhere. Well what did you expect? Yeah I know, we’re pretty stoked too...

20.8 / 21.4 TT option with 13.5/13.75 chain stays respectively :: steep 75.5 degree ht angle :: laid back 70 degree st angle :: full 4130 seamless tubing :: 5th butted down tube :: all other tubes double butted :: taper seat & chain stays :: full cnc head tube with amity cnc logo :: 9" centre bb-tt (standover) :: 11.75 bb height :: tiny little drop outs (but you can still run a standard 38 peg) :: removable gyro and brake hardware :: Spanish bb :: no seat clamp :: internal gussets :: clearance for up to 2.3" tyre :: 4.8 lbs

 

RAWDAWG (untreated) :: Greeeeen (flat) :: Mocco Chocco (flat) :: Black (flat).

jesus fork

At just 1lb 15oz Jesus forks are very light. But don’t let the weight deceive you because Jesus forks are incredibly strong thanks to the use of fluted tubing. Fluted tubing flows the material in axis the tube is required to be stiff. In the Jesus case, it’s the bending moment between the axle and the head set. Think about rolling up some corrugated card with the corrugations running the length of your rolled tube. That is how Jesus forks work; the corrugations are on the inside of the tube sweet eh? 

100% thermal stress treatment after welding :: full 4130 :: triple butted :: internally fluted :: tapered :: cnc machined 1-piece steer tube :: micro 4mm drop-outs (sufficient to run a 38 mm 1.5" peg) :: 6061 cnc amity top nut included :: 1lb 15oz

rd fork

triple butted, fluted, tapered, dome ended, fully post-weld heat treated, cnc female (enclosed) drop outs, 1 piece cnc steerer. Colours matt black, chrome :: 2.14 lbs

basement 11b bar

100%  thermal stress treatment after welding :: 11-butted 4130 cromo :: 8.6" rise :: 13° back sweep :: 2° rise :: 29" wide :: these are tall & wide & make you ride big :: 750 g 1.65 lbs (chrome) Colours flat amaranth red :: flat dark amethyst :: chrome :: matt black

rd bar

Designed by Cam himself, these bars are BIG. A massive 30" wide by 8.8" high. Finished with a really thin cross bar, for a super-clean look. 

seamless 4130 :: 11-butted :: post weld full heat treated :: 30" wide :: 8.8" height :: 11 deg backsweep :: 1 deg upsweep :: 16mm cross bar :: pinstripe rasta rd sticker :: 1.9 lbs

RAWDAWG lacquer gloss :: Black (flat)

calamity rear wheel

7075 T6 double wall welded rim :: 6061 T6 CNC machined & milled hub :: 3 x double paw 9T driver with twin sealed roller bearings :: Hardened 4130 Female Axle & 10mm hardened steel bolts with 14mm spacers (for 14mm drop outs) :: Fresh solid sound, it's loud but not painful, 4 roller bearings in total; so smooth & super fast :: 1145g/2.52 lbs
calamity front wheel

7075 T6 double wall welded rim :: 6061 T6 CNC machined & milled hub :: Hardened 4130 Female Axle & 10 mm hardened steel bolts :: 2 quality sealed roller bearings so smooth & super fast :: 950g/2.09 lbs
bamity stem

6061 t6 alloy :: cnc from billet :: flush fit top cap for amity forks :: spacer washer also supplied to fit all other top caps :: complete with 6 x amity ti bolts :: 239 grams / 8.4 Oz

zenta crank

matt black RHD :: 3-piece :: Full 4130 :: 48 t spline :: 19mm heat treated axle :: 175mm cranks :: inside lazer etch :: with Spanish BB :: black :: 921g  2lbs

union black sprocket

7075 t6 extra hard alloy :: full 3-level cnc :: hard anodised in matt black :: 0.18 lbs
